A confined space either is entered through an opening other than a door (such as a manhole or side port) or requires the use of a ladder or rungs to reach the working level and test results are satisfactory. This check list is to be filled out whenever the job site meets this criteria.

SAMPLE

1. Did your survey of the surrounding area show it to be free of hazards such as drifting vapors from tanks, piping or sewers?  
   ( ) Yes ( ) No

2. Does your knowledge of industrial or other discharges indicate this area is likely to remain free of dangerous air contaminants while occupied?  
   ( ) Yes ( ) No

3. Are you certified in the operation of the gas monitor to be used?  
   ( ) Yes ( ) No

4. Has a gas monitor functional test (Bump Test) been performed this shift on the gas monitor to be used?  
   ( ) Yes ( ) No

5. Did you test the atmosphere of the confined space prior to entry?  
   ( ) Yes ( ) No

6. Did the atmosphere check as acceptable (no alarms given)?  
   ( ) Yes ( ) No

7. Will the atmosphere be continually monitored while the space is occupied?  
   ( ) Yes ( ) No

NOTICE: If any of the above questions are answered "No" do not enter. Contact your immediate supervisor.

Job Location: 

Lead Signature: 

Contact Risk Management at 965-1823 (or at night 965-3456) or 911 in the event of an emergency.